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*g (57) Abstract: The invention relates to a system and to a method for web-based monitoring and control of distributed systems (3.1, 
^ 3.2... 3.n), comprising at least one web client (1), which exchanges data/information via communication connections (K) with web 
^ servers (2.1, 2.2... 2.n) of the respective systems (3.1, 3.2... 3.n). The at least one web client (1) comprises applications (10) and 

Oan integration layer (11) which are used to carry out, represent and/or display the data/information exchange with the distributed 
systems (3.1, 3.2,... 3.n). 
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(57) Zusammenfassung: Die ErBndung bezieht sich auf ein System und Verfahren zur web-basierten Uberwachung und Steuerung 
verteilter Anlagen (3.1, 3.2... 3.n), mit wenigstens einem Web-Client (1), welcher mit Web-Servern (2.1, 2.2... 2.n) der jeweiligen 
verteilten Anlage (3.1, 3.2... 3.n) iiber Kommunikationsverbindungen (K) Daten/Informationen austauscht, wobei der wenigstens 
eine Web- Client (1) dafur Applikationen (10) und eine Integrationsschicht 11 aufweist, welche den Daten/Informationsaustausch 
mit den verteilten Anlagen (3.1, 3.2,... 3.n) ausfuhren, darstellen und/ oder anzeigen. 



